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Item 14. Continued.
a. Specifications:

(1) Add the following paragraphs to Specification 16375, ELECTRICAL DISTRIBUTION SYSTEM,
UNDERGROUND:

2.9.1.3 Integral Outgoing Section

Integral outgoing section shall be of the dead-front distribution panelboard/switchboard type. Each circuit
breaker and auxiliary compartment shall have a suitable metal or laminated plastic nameplate with white cut
letters at least I/. inch high on contrasting backgrounds as shown on the drawings. Manual key-interlock shall
be provided as shown on the drawings with connections to the tie-breaker and main breakers. a. Dead-Front
Distribution Panelboard/Switchboard Type: Outgoing section shall be of the panelboard/switchboard type
mounted integrally with the transformer and shall consist of metering devices and main and branch circuit
breakers mounted in panelboard/switchboard enclosures. Panelboards shall comply with NEMA PB 1.
Switchboards shall comply with NEMA PB 2. Molded case breakers shall comply with paragraph METERING
AND PROTECTIVE DEVICES. Plug-in circuit breakers are not acceptable. Directories to indicate loads
served by each circuit shall be typed and mounted in holders provided on panelboard doors behind protective
coverings. b. Metering: The main secondary bus of each outgoing section assembly shall include watthour
demand meters with the necessary instrument transformers, Ampere meters, VVoltage Meter, and VT and CT
test blocks as shown on the drawings. Metering shall be as specified in paragraph METERING AND
PROTECTIVE DEVICES. c. Ground Fault Protection: ground fault protection shall be provided utilizing
sensors of the zero-sequence type or by the residual connection of phase and neutral current sensors.

2.18 SURGE ARRESTORS
Surge arresters shall comply with NEMA LA 1, IEEE 62.1, IEEE 62.2, and IEEE 62.1 1 and shall be provided

where indicated. Arresters shall be intermediate class, rated as shown. Arresters shall be equipped with
mounting brackets suitable for the indicated installations. Arresters shall be of the metal-oxide varistor type.

b. Drawings:

1. Add Notes to "Variable Air Volume Terminal Unit Schedule" on sequence no. 139, sheet M3:

a. VAV E101, E108, E201, E208: (Inlet air is 58 degrees F on all terminals), heating coil capacity
remains as scheduled, LVG air Temp is allowed to rise to 105 degrees F.

b. VAV-E111, VAV-E211, VAV-F111, and VAV-F211: Provide control algorithm for these VAV terminals
to proportionally re-open air valve on drop in space temperature below 70 F(0 cfm) to supply 327
cfm when space is at 68 degrees F for heating. CFM for reheat coil selection is 327 cfm.

2. Revise 120F to 135 F in the schedule "Variable Air Volume Terminal Unit Schedule' on sequence
no.
139, sheet M3:

Revise all entering water temperature values for reheat coil selection on all terminals up to 135
degrees F.

3. Reference sequence no. 139, sheet M3, "Air Handling Unit Schedule".

Revise all entering water temperature values for preheat coil selection up to 135 degrees F.
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